
Cabell County, West Virginia                                                     Print date:  05/17/2002 
Table A.--Acreage and Proportionate Extent of the Soils 
_______________________________________________________________________________________________________ 
       |                                                                         |            | 
 Map   |                                Soil name                                |   Acres    |Percent 
symbol |                                                                         |            | 
_______|_________________________________________________________________________|____________|________ 
       |                                                                         |            | 
AgC    |Allegheny loam, bedrock substratum, 8 to 15 percent slopes---------------|      1,340 |    0.7 
AhC    |Allegheny, bedrock substratum-urban land complex, 3 to 15 percent slopes-|      1,450 |    0.8 
AsA    |Ashton silt loam, 0 to 3 percent slopes----------------------------------|        520 |    0.3 
AsB    |Ashton silt loam, 3 to 8 percent slopes----------------------------------|        300 |    0.2 
Ca     |Chagrin silt loam, occasionally flooded----------------------------------|      2,350 |    1.3 
Cg     |Chagrin loam, overwash, occasionally flooded-----------------------------|        830 |    0.5 
Cm     |Chagrin-melvin silt loams, frequently flooded----------------------------|        320 |    0.2 
CoB    |Coolville silt loam, 3 to 8 percent slopes-------------------------------|        450 |    0.2 
CtB    |Cotaco silt loam, 3 to 8 percent slopes----------------------------------|        550 |    0.3 
DoD    |Dormont silt loam, loamy substratum, 15 to 25 percent slopes-------------|      5,810 |    3.2 
GlC    |Gilpin silt loam, 8 to 15 percent slopes---------------------------------|        230 |    0.1 
GlD    |Gilpin silt loam, 15 to 25 percent slopes--------------------------------|        240 |    0.1 
GlE    |Gilpin silt loam, 25 to 35 percent slopes--------------------------------|      1,820 |    1.0 
GpF    |Gilpin silt loam, 35 to 65 percent slopes, stony-------------------------|     23,520 |   12.8 
GuC    |Gilpin-upshur complex, 8 to 15 percent slopes----------------------------|      2,720 |    1.5 
GuC3   |Gilpin-upshur complex, 8 to 15 percent slopes, severely eroded-----------|        560 |    0.3 
GuD    |Gilpin-upshur complex, 15 to 25 percent slopes---------------------------|     17,100 |    9.3 
GuD3   |Gilpin-upshur complex, 15 to 25 percent slopes, severely eroded----------|      1,970 |    1.1 
GuE    |Gilpin-upshur complex, 25 to 35 percent slopes---------------------------|     24,620 |   13.4 
GuE3   |Gilpin-upshur complex, 25 to 35 percent slopes, severely eroded----------|      5,100 |    2.8 
GuF    |Gilpin-upshur complex, 35 to 65 percent slopes---------------------------|     55,800 |   30.3 
GxD    |Gilpin-upshur-urban land complex, 15 to 25 percent slopes----------------|      1,090 |    0.6 
Gy     |Guyan silt loam----------------------------------------------------------|        750 |    0.4 
Gz     |Guyan-urban land complex-------------------------------------------------|        740 |    0.4 
Hu     |Huntington silt loam-----------------------------------------------------|        410 |    0.2 
KaA    |Kanawha loam, 0 to 3 percent slopes, protected---------------------------|        550 |    0.3 
KaB    |Kanawha loam, 3 to 8 percent slopes, protected---------------------------|        550 |    0.3 
KnA    |Kanawha loam, 0 to 3 percent slopes, rarely flooded----------------------|        260 |    0.1 
KnB    |Kanawha loam, 3 to 8 percent slopes, rarely flooded----------------------|        740 |    0.4 
KuB    |Kanawha-urban land complex, 0 to 8 percent slopes------------------------|        410 |    0.2 
LaC    |Lakin loamy sand, 3 to 15 percent slopes---------------------------------|         50 |     * 
LlD    |Lily sandy loam, 15 to 25 percent slopes---------------------------------|        240 |    0.1 
LlE    |Lily sandy loam, 25 to 35 percent slopes---------------------------------|        270 |    0.1 
Lm     |Lindside silt loam-------------------------------------------------------|        290 |    0.2 
Lo     |Lobdell silt loam--------------------------------------------------------|      1,180 |    0.6 
MaB    |Markland silt loam, 3 to 8 percent slopes--------------------------------|        200 |    0.1 
MaC    |Markland silt loam, 8 to 15 percent slopes-------------------------------|        710 |    0.4 
Me     |Melvin silt loam---------------------------------------------------------|        310 |    0.2 
MoB    |Monongahela loam, 3 to 8 percent slopes----------------------------------|      1,000 |    0.5 
MoC    |Monongahela loam, 8 to 15 percent slopes---------------------------------|        260 |    0.1 
MuC    |Monongahela-urban land complex, 3 to 15 percent slopes-------------------|        430 |    0.2 
Po     |Pope fine sandy loam-----------------------------------------------------|        400 |    0.2 
SoA    |Sensabaugh loam, 0 to 3 percent slopes, occasionally flooded-------------|      3,250 |    1.8 
SrB    |Sensabaugh loam, 3 to 8 percent slopes, rarely flooded-------------------|      2,800 |    1.5 
SvC    |Sensabaugh-vandalia-urban land complex, 3 to 15 percent slopes-----------|      3,340 |    1.8 
Ud     |Udorthents, smoothed-----------------------------------------------------|      3,850 |    2.1 
UpC    |Upshur silty clay loam, 8 to 15 percent slopes---------------------------|        290 |    0.2 
Ur     |Urban land---------------------------------------------------------------|      2,450 |    1.3 
Us     |Urban land-ashton-lindside complex---------------------------------------|      1,400 |    0.8 
UwB    |Urban land-wheeling complex, 0 to 6 percent slopes-----------------------|      1,100 |    0.6 
VaD    |Vandalia silt loam, 15 to 25 percent slopes------------------------------|      2,450 |    1.3 
VuD    |Vandalia-urban land complex, 8 to 25 percent slopes----------------------|        470 |    0.3 
W      |Water--------------------------------------------------------------------|      4,260 |    2.3 
WhB    |Wheeling loam, 0 to 6 percent slopes-------------------------------------|        300 |    0.2 
       |                                                                         |____________|________ 
       |     Total---------------------------------------------------------------|    184,400 |  100.0 
_______|_________________________________________________________________________|____________|________ 
 
     * Less than 0.1 percent. 
 
 


